
Competition 
engine management

DASHBOARD

NT-DASH

THE BEST TECHNOLOGY AT THE BEST PRICE !

EMBEDDED HIGH TECHNOLOGY FOR RALLY, TRACK, OFF-ROAD, AND MANY MORE

A BRIGHT 5’’ TFT DISPLAY 
Perfect readability in all environments.

UP TO 16 FULLY CONFIGURABLE RGB LEDS

DATA ACQUISITION 
Up to 4 gigabytes data logging memory, GPS

INTEGRATED LIGHT SENSOR

UP TO 12 ANALOG INPUTS 
And 5 digital inputs

WATERPROOF ALUMINUM HOUSING

FULLY CONFIGURABLE 
With the new dash editing software

Optional 
THREE INTEGRATED ACCELEROMETERS

The new DTA NT-Dash is a powerful full colour digital 
dashboard for use at all levels of motorsport.

A 5.0” TFT colour display with 800 x 480 pixel resolution, 
and built in ambient light sensor, ensures perfect readability 
in all environments.

Enclosed in an IP65 rated alumimium housing with a 
carbon front face, the NT-Dash is suitable for all types of 
competition vehicle.

www.dtafast.co.uk



DTA Competition Engine Management Systems
29 Longfield Road, Leamington Spa, CV31 1XB

T: 01926 889121    E: office@dtafast.co.uk

• GPS : includes a 20hz GPS inside and one 
external active antenna

• 4 Gigabyte data logging

• 37 pin autosport connectors

www.dtafast.co.uk

OPTIONS

DIMENSIONS D I M E N S I O N S

  R E F E R E N C E S
NT-Dash standard:  13 pin autosport connector, no data 
logging features

Options:  
• GPS : includes a 20hz GPS inside  
              and one external active antenna

• Data logging

• 37 pin autosport connectors

XAP TECHNOLOGY
298, rue des Entrepreneurs  -  F-30420 Calvisson  -  FRANCE
Tél : +33 (0)4 66 02 94 94       -      Fax : +33 (0)4 66 02 94 90
contact@xap.fr

  DA S H B OA R D S  :  NT-DASH
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  TECHNICAL SPECIFICATIONS 
Screen 5,0’’ TFT sunlight readable

Resolution 800 X 480 Pixels

RPM Led 10 RGB

Alert led 6 RGB

Can  
communication

1 x 20b terminated or not + 1 optional

Can Protocol DTA, Sodemo, Motec, Cosworth, 
Magneti-Marelli, E-Race, Life,  
simulator, AEM

USB Full speed

Weight 750 gr

Temperature 
range :

- 20°C to 80°C

Voltage  8 to 19 V/650mA

Data logging 
memory

4 G bytes/1kHz

Waterproof  IP65

MORE INFORMATION ON 
WWW.XAP.FR
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Screen  5,0’’ TFT sunlight   
 readable

Resolution  800 X 480 Pixels

RPM Led  10 RGB

Alert led  6 RGB

Can communication 1 x 2.0b terminated or  
 not + 1 optional

Can Protocol  DTA, Sodemo, Motec,  
 Cosworth, Magneti   
 Marelli, E-Race, Life,  
 AEM

USB  Full speed

Weight  750 gr

Temperature range -20°C to 80°C

Voltage  8 to 19 V/650mA

Connector 13 pin autosport

Waterproof  IP65

TECHNICAL SPECIFICATIONS


