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1

A B

2

3 Option 1 Ignition Position 1 (Allery position) OR Spare 1 

4 - - - - - -

5

6 Option 2 Normal channel OR Configured as a timing channel

7 - - - - - -

8 - - - - - -

9

10 Option 3 Threaded M6 Stud OR Rad sock quick fit/release stud

11

12

13

14

15 Circuit Name Colour Wire size

16

17 B - 1 All SPAIR 1 -OUT 1 ECU Main power Blower / HFS Switch YELLOW 0.5mm Positive

18 B - 2 All SPAIR 1 -OUT 2 EFI / Ign 2 - Valves Reverse light switch YELLOW / WHITE 0.5mm Positive

19 B - 3 All SPAIR 1 -OUT 4 EFI /Ign 2 - Coil Cooling fan (up to 11") YELLOW / orange 1.0mm Positive

20 B - 4 All SPAIR 2 -OUT 2 Fuel pump/s Spot lights - Left WHITE / purple 1.0mm Positive

21 B - 5 All SPAIR 3 -OUT 2 Cooling fan A (up to 11") BLUE / green 1.0mm Positive

22 B - 6 10+ Up WASH - OUT Lt GREEN / black 1.0mm Positive

23 B - 7 All B + 2 ECU ORANGE / red 0.5mm Positive

24 B - 8 All Dipped beam - Left Dipped beam - Left - BLUE / pink 0.5mm Positive

25 B - 9 All Main beam - left Main beam - left - BLUE / slate 0.5mm Positive

26 B - 10 All Brake light Brake light - GREEN / purple 1.0mm Positive

27 B - 11 10+ Up SPAIR 5 -OUT 2 Use as required SLATE 1.0mm Positive

28 B - 12 All Wiper speed 1 Wiper speed 1 - RED / green 0.75mm Positive

29

30 B - 13 All IGN - 6 Fuel pump/s Spare -  ABS / Data logger / Video WHITE / green 0.5mm Positive

31 B - 14 All CRANK - OUT CRANK - OUT - BROWN / red 1.0mm Positive

32 B - 15 All SPAIR 1 -OUT 3 EFI / Ign 2 - Injector Wash pump switch YELLOW / red 0.5mm Positive

33 B - 16 All SPAIR 2 -OUT 1 Fuel pump relay - Lambda Spot lights - Right WHITE / slate 0.5mm Positive

34 B - 17 All SPAIR 3 -OUT 1 Cooling fan B (up to 11") BLUE / red 1.0mm Positive

35 B - 18 All SPAIR 4 -OUT Horn PURPLE / black 1.0mm Positive

36 B - 19 10+ Up B + 1 Power point ORANGE 1.0mm Positive

37 B - 20 10i Up B + 3 Radio Interior light ORANGE / yellow 0.5mm Positive

38 B - 21 All Dipped beam - Right Dipped beam - Right - BLUE / orange 0.5mm Positive

39 B - 22 All Main beam - Right Main beam - Right - BLUE / black 0.5mm Positive

40 B - 23 10+ Up SPAIR 5 -OUT 1 Use as required SLATE / red 1.0mm Positive

41 B - 24 All WIPER - SPEED - 2 WIPER - SPEED - 2 - BLUE / green 0.75mm Positive

42

43 B - 25 All IGN - 5 Engine / Ignition ECU wakeup WHITE / orange 1.0mm Positive

44 B - 26 10+ Up IGN - 4 ECU wakeup Spare OR Rain lights WHITE / yellow 0.5mm Positive

45 B - 27 All IND - LEFT Indicator - Left - Front - GREEN / red 0.35mm Positive

46 - - - Indicator - Left - Rear - GREEN / red 0.35mm Positive

47 B - 28 10i Up DRL - LEFT Day time running Light - RED / slate 0.35mm Positive

48 B - 29 10i Up DRL - RIGHT Day time running Light - RED / white 0.35mm Positive

49 B - 30 All GND GND - BLACK 1.0mm Negative

50 B - 31 All GND GND - BLACK 1.0mm Negative

51 B - 32 All FOG - OUT FOG - RED / YELLOW 0.5mm Positive

52 B - 33 - - - - N / C - -

53 B - 34 All Side lights - RIGHT Side lights - Right - Front - RED / orange 0.35mm Positive

54 - - - Side lights - Right - Rear - RED / orange 0.35mm Positive

55 B - 35 All Side lights - LEFT Side lights - Left - Front - RED / black 0.35mm Positive

56 - - - Side lights - Left - Front - RED / black 0.35mm Positive

57 B - 36 All IND - RIGHT Indicator - Right - Front - GREEN / white 0.35mm Positive

58 - - - Indicator - Right - Rear - GREEN / white 0.35mm Positive

59

BCU            

pin                 

Nos

Available on 

which module

Line 

Nos

Output

Optional harness kit

Signal type

For Outputs first choose between the below Options

Spare 1 channel

Spare 5 channel NOTE If a timing channel                                                                                  

(EG Heated screen)                                                       

add detail on the requirements 

When not used as Ignition Auxiliary can be 

used as an EFI relay controlled by an ECU

Wash pump when used with wash wipe control

Designated function Suggested / optional function/s

Power Input Stud


